
COLO Lab Experts, Polje ob Sotli 4, SI-3255 - Slovenia
www.colo.si - e-mail: sales@colo.si - tel. +386 64 222 724

TEMH10 temperature logger

Product Details
Product Number PRO4630

                           

Technical Specification:

Technical data

Temperature - NTC

Measuring range 14° to 140 °F / -10 to +60 °C
Accuracy ±0.7 °F / ±0.4 °C

Resolution 0.1 °F / 0.1 °C
 

Humidity - Capacitive

Measuring range 0 to 100 %rH*

Accuracy
±3 %rH Remaining Range
±2 %rH + 1 Digit at +77 °F (10 to 90 %rH) / ±2 %RH + 1 Digit at +25 °C
(10 to 90 %RH)

Resolution 0.1 %rH
* Not for condensing atmospheres. For continous use in high humidity (>80 %RH at ≤30°C for >12 h, >60 %RH at
>30°C for 12 h), please contact us via our website. Please see the additional accuracy information for humidity in
the instruction manual.

General technical data

Weight 8 oz. / 240 g
Dimensions 7 x 4 x 1 in. / 185 x 105 x 36 mm

Operating temperature 14° to 140 °F / -10 to +60 °C
Measuring rate 20 sec
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Housing ABS
Protection class IP30

EU-/EG-guidelines 2004/108/EG
Battery type 4 x AA batteries
Battery life 12 Months

Storage temperature -4° to 140 °F / -20 to +60 °C

Display information, including last reading, time and date, 90-day statistics
Wall and table mount
Calibration protocol
Calibration

Accessories: 


